
Separate motor for beater drive 

MODEL SPECIFICATIONS 

MODEL 1445  10 YARD 

OUTSTANDING FEATURES 
 

· PTO Hydraulic systems a standard feature 
· Variable controls adjust throwing distance. 
· Heavy Duty floor chain. 
· Square tube frame members make for a 

very rigid structure 
· Belt pours material evenly on to row, band 

strip coverage can be adjusted to vary appli-
cation. 

· Independent beater bar drive system 

Custom Built - Built To Last!!! 
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CAPACITY 10 CUBIC YARDS 

LENGTH OF BOX 168” 

INSIDE BOX WIDTH 48” 

OVERALL WIDTH AT TIRE 56” 

AXLE TYPE TANDEM 6 BOLT 
SPRING SUSPENSION 

TIRE SIZE 2600-12L.P. 

OVERALL HEIGHT 94” 

WHATCOM  MANUFACTURING’S          
Model 1445 yard mulch spreader is among  
our proven line of mulch spreader wagons.          
 
Specially engineered and designed extra 
heavy-duty with a 10 cubic yard capacity for 
the farmer using stringy compost/mulch/hog 
fuel. The square shaped box eliminates the 
bridging problem commonly associated with 
the stringy material. 



Dual beater bar setup 

Inside view of beaters 

YOUR LOCAL DEALER 

 

 Our dual beater bars will lift and fluff stringy/
heavy material for even spreading of mulch 
material. 


